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Product Description
PetroLite™ provides multiple hazard protection for workers exposed to 
electric arcs, flash fires, chemical splash and foul weather. PetroLite’s 
versatility allows for the cost effective use of one product to meet several 
different safety needs.

Features & Benefits
�‹���,�S�L�J�[�Y�P�J���(�Y�J���9�L�Z�P�Z�[�H�U�J�L

�����+�V�L�Z���5�V�[���4�L�S�[�����+�Y�P�W�����0�N�U�P�[�L�����V�Y��
�������)�Y�L�H�R���6�W�L�U
�����4�P�U�P�T�P�a�L�Z���/�L�H�[���;�Y�H�U�Z�M�L�Y���)�\�Y�U�Z

�‹���-�S�H�Z�O���-�P�Y�L���9�L�Z�P�Z�[�H�U�[
�����+�V�L�Z���5�V�[���4�L�S�[�����+�Y�P�W�����0�N�U�P�[�L����
�������V�Y���)�Y�L�H�R���6�W�L�U
�����4�P�U�P�T�P�a�L�Z���/�L�H�[���;�Y�H�U�Z�M�L�Y���)�\�Y�U�Z

�‹���*�O�L�T�P�J�H�S���:�W�S�H�Z�O���9�L�Z�P�Z�[�H�U�[
�‹���>�H�[�L�Y�W�Y�V�V�M
�‹���-�L�H�[�\�Y�L���9�P�J�O���+�L�Z�P�N�U
�‹���+�\�Y�H�I�S�L
�‹���/�L�H�]�`���+�\�[�`��
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Specific Material Data

Fabric Nomex® IIIA

Moisture Barrier FR Neoprene

Finished Weight 13.5 oz/yd2

Seam Construction 2 needle stitched and taped

Color(s) International Orange (BO)

Reflective Trim 3MTM Reflective material

Flash Fire Data
ASTM F2733

15.02% 2nd degree, 6.55% 3rd degree

Electric Arc Data
ASTM F1891

BO: Arc Rating (ATPV) 9.1 cal/cm2; HAF 73%;
Breakopen >33 cal/cm2

NFPA 70E BO – HRC 2

Visibility Data CSA Z96 Class 3 (level FR)

Chemical Splash Data 
ASTM F903

Call NASCO

Available Items
NASCO has the ability to create high quality corporate images using ink silk-screening, single and multi-color heat transfers and reflective
logos using 3M Scotchlite™ technologies.

9003JBO245 Waist length jacket, hood-in-collar, non-conductive zipper front with dual overflies and snaps, fall protection access, two 
patch pockets with Velcro closure, Velcro tab type wrist adjusters, inner splash cuffs, elastic waist, 3M 2" reflective trim down each front, 
around chest, around sleeves, and “X” on back.
9003CBO245 48" length coat, non-conductive zipper front with dual over flies and snaps, hood-in-collar, fall protections access with 
welt, inner cuffs, Velcro tab style wrist adjusters, two pockets with Velcro closure, 3M Scotchlite™ 2" reflective trim around biceps, down 
each front, “X” on back.
9000TBO245 Bib style trouser with quick release suspender system, plain front, leg zippers with storm fly, 3M 2" reflective trim around 
calves, knees and around waist.

Sizes M-5XL are available in Longs and Talls. Longs have 2 inches added to the jacket length, sleeves and bib trouser or waist pant inseam. 
Talls have 4 inches added to the jacket length, sleeves and bib overall inseam.  

All NASCO raingear patterns are digitally mastered and cut ensuring that you get the right size garment every time.


